microSensys

RFID in motion

iID®
software
tools

QuickStartGuide

ilID° software tools

USB driver installation

microsensys Apr 2019




microSensys

Introduction

This document briefly describes the steps necessary to install the
microsensys USB device driver under Microsoft Windows. The procedure is
explained for signed and unsigned drivers. Preparations for installing
unsigned drivers are presented for the last three versions of Windows. In
addition, in some cases it is possible to fit a microsensys USB device with a
signed USB driver.

Further information on hardware, drivers and application software is
available in separate documents. This document serves as a supplement to
the hardware documentation, which nevertheless needs to be read carefully

and in which some separate steps for your hardware may be listed.
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Automatic driver installation

USB devices from microsensys ensures the automatic driver installation supply via Windows
Update from the year 2015 on with an existing internet connection. When using older devices,

it is necessary to install the USB driver manually, which is described in the next section.

Please first connect your microsensys RFID interface to the
host PC, then your operating system will recognize a new
device and the driver installation will start automatically.

==
() 1 Update Driver Software
How do you want to search for driver software?
< Search automatically for updated driver software
‘Windows will search your computer and the Internet for the latest driver software
for your device, unless you've disabled this feature in your device installation . .
senes In the following screen select the automatic search
2 Browse my computer for driver software .
Locate and install diver software manualy. for updated driver software.
=E i USB-Controller
S 0 Intel(R) ICH8 Family USB Universal Host Controller - 2830
i 6 Intel(R) ICH8 Family USB Universal Host Controller - 2831 After successful insta”ation’ your USB device
6 Intel(R) ICH8 Family USB Universal Host Controller - 2832
- § Intel(R) ICH8 Family USB Universal Host Controller - 2834 should be shown in the Device Manager as
i Intel(R) ICH8 Family USB Universal Host Controller - 2835
§ Intel(R) ICH8 Family USB2 Enhanced Host Controller - 2836 presented in the picture.
o . Intel(R) ICH8 Family USB2 Enhanced Host Controller - 283A
- . Sierra Wireless MC8780 Device
-§ Standard-USB-Hub
-§ USB RFID interface
& 1SR RAnt-Hiuh
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Manual driver installation

Itis not possible to install the USB device automatically in some cases, for this you have to provide

the driver software by yourself. Either microsensys has the right files to download at the link:

www.microsensys.de/downloads/CDContent/USBDriver/

or you can get them from the CD included in your product package.

4 Device Manager = | )

File Action View Help

@ 5| E HE W ESS

a5 RCP-PC
» 3 Batteries
» 8 Computer
by Disk drives
. B, Display adapters
b & DVD/CD-ROM drives
» % Human Interface Devices
i g IDE ATAZATAPI controllers
» %5 Imaging devices
b & Keyboards
J Mice and other pointing devices
& Monitors
£ Network adapters
|l Other devices
[ Unknown device

e

(I

Please first connect your microsensys RFID interface to the
host PC, then your operating system will recognize a new

device and the driver installation will start automatically.
a.‘u‘u"“}.‘“’-

In case a device is recognized, but the driver installation does not
start automatically, you can trigger it in the Device Manager. The
device manager can be accessed via: & + R (Windows logo +
R) and the command: devmgmt.msc. Right-click on the device

you want to install and select Update Driver Software.

» [ Processors Update Driver Software...
S Soundvideomndgs  p
18 System devices
,.§ Universal Serial Bus Uninstall
Opens propert Scan for hardware changes
—=

() 1l Update Driver Software

settings.

ocate and install driver software manuall

How do you want to search for driver software?

< Browse my computer for driver software
L y.

2 Search automatically for updated driver software The questlon: "HOW do you Want to SearCh for drlver

Windows will search your computer and the Intemet for the latest driver software
for your device, unless you've disabled this feature in your device installation

software?" Answer with: "Browse my computer for

driver software."
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© = In the next step, you choose the path, which
| Update Driver Software
Browse for driver software on your computer consists the driver software and confirm with "Next".
e e : The 32-/64-bit driver for your device will be installed

[“linclude subfolders

now automatically. Depending on your operating

system the steps decribed on this page are
= Let me pick from a list of device drivers on my computer

e e ey e performed up to two times, always using the same

path.

= § USB-Controller
§ Intel(R) ICH8 Family USB Universal Host Controller - 2830

@ Intel(R) ICH8 Family USB Universal Host Controller - 2831 . . .
# Intel(R) ICHE Family USB Universal Host Controller - 2832 After successful installation, your USB device

Intel(R) ICH8 Family USB Universal Host Controller - 2834

Intel(R) ICH8 Family USB Universal Host Controller - 2835 should be shown in the Device Manager as
Intel(R) ICH8 Family USB2 Enhanced Host Controller - 2836

b4
9
9
@ Intel(R) ICH8 Family USB2 Enhanced Host Controller - 283A H i
¢ Sierra Wireless MC8780 Device presentEd In the pICture
@ Standard-USB-Hub

§ USB RFID interface

@ ISR Rant_Hiubh
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Upgrade signed driver

Previously unsigned drivers from microsensys can be partially replaced by signed ones. Thus,
no system intervention in your Windows operating system is needed. The individual steps are

explained below.

Preparations

. Please download the USB Re-Configuration tool and the signed driver (WHQL
compatible) at the following links:

www.microsensys.de/downloads/Additional%20Content/USB%20configuration/
USB%20Reconfiguration%20Tool.zip

www.microsensys.de/downloads/CDContent/USBDriver/Microsensys%20USB%20
devices%20driver%20CDM%20v2.12.16%20WHQL%20Certified.zip

. Unzip both archive files
. Remove all devices connected via USB to your PC and plug in your microsensys USB
device

Device Update Procedure

R Execute the file USB Reconfiguration Tool.exe and
L SR R ' follow the instructions. After successful program
Device Information: . . .

Frorkuot Descpc USE RFID inter faos [D405650C01 execution, you can apply either the automatic or manual
<07:47:00> Reading EEPROM device ... . . . .
e — driver installation from the previous chapters.
information
[ 0 1 DEVICE CONFIGURATION OK!!
This device contains the rigth Configuration
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Preparations for unsigned drivers

If you are forced to use an unsigned driver, you must disable the driver signature enforcement of
Windows. If you try to install a device driver, which is not WHQL-compatible, on an older Windows,

you get a dialogue with the hint and the question if you still want to install them.

] Windows Security

If you see this or a comparable dialogue and trust the source of

= Don'tinstall this driver software
‘You should check your manufacturer's website for updated driver software

the software, you can install the driver.

3 Install this driver software anyway
Only installdriver software obtained from your manufacturer's website or
disc. Unsigned software from other sources may harm your computer or steal

(¥) Seedetails

In all other cases you have to disable the driver signature enforcement.

Windows 8/8.1

Sleep
B3 Fle® Shut down

Open Charms Menu by simultaneously pressing: (& + C). Then hold down the

Shift key on your keyboard, click on the Power icon and select Restart.

Windows 10

Sleep To get the Advanced Startup, hold down the Shift key, while you click

e Restart from the power options menu in the Start Menu (press 4F).
Restart

A ATEITIS S CIOCK

B rsus

Ask me anything

The next steps are the same for Windows 8/8.1 and 10.
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First, choose the troubleshooter, followed by Advanced Options and Windows Startup Settings.

Then, the last click on Restart triggers the restart with advanced options.

options © Windows Startup Settings

Lol

gs

rom the options below At the end of the following system start, the window
opposite appears. At this point, you can finally disable
the driver signature enforcement for the restart and set

it up with the manual driver installation.

yerating system
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Please note, that at this point you have performed the device
USB setup only. For further functionality additional installation of
RFID driver, software tools or application software may be
necessary.

Questions? Contact us:

microsensys GmbH

Office Park im GVZ

In der Hochstedter Ecke 2
D-99098 Erfurt, Germany
e-mail: info@microsensys.de
tel: +49 361 59874 0

fax: +49 361 59874 17
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